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Product Specification Sheet - 11846

11846 4 Squeeze Bottle Caddy, Black Steel w/ Wood Handle

Country of Origin IN Harmonized Tariff Code 7323.93.0060 Minimum Order Quantity 1 EA

Item Specifications

Individual
Unit

Length Width Height

7.25 (in) 7 (in) 5.5 (in)

18.5 (cm) 18 (cm) 13.97 (cm)

 

Min. Temp. 32 (°F) 0 (°C)

Max Temp. 150 (°F) 66 (°C)

Piece Weight 0.941 (lbs) 0.427 (kg)

Unit Measure Net Weight 0.941 (lbs) 0.427 (kg)

Unit Measure Gross Weight 1.063 (lbs) 0.482 (kg)

Individual Unit Cube 0.2950 (ft³) 0.00835 (m³)

UPC Label on Product? Yes

UPC Application Hang Tag

BPA Free Yes

NSF No

Dishwasher Safe No

Microwave Safe No

Component Material ItemNumber Material Detail Origin Gauge Diameter Weight

Caddy Steel (Painted) Black India 427 (g)

Handle Wood Mango Wood, Dark Stained Finish India

Packaging and UPC Information

 Packaging Quantity Length Width Height Weight Cube Plastic Waste Paper Waste UPC

Piece Packaging 5 Ply Corrugated Carton
Hang Tag,Sealed Poly Bag

1 EA
7.75 (in) 
19.7 (cm)

7.5 (in)
19.1 (cm)

7.5 (in)
19.1 (cm)

1.2 (lbs)
0.5 (kg)

0.25 (ft³)
0.007 (m³)

727875274489

Master Carton 5 Ply Corrugated Carton 6 EA
15.75 (in) 
40.0 (cm)

8.25 (in)
21.0 (cm)

23.5 (in)
59.7 (cm)

8.5 (lbs)
3.8 (kg)

1.77 (ft³)
0.050 (m³)

30727875274480

Pallet Specifications

TI (cartons/layer) 5 HI (layers/pallet) 10 Total Cartons 50 Total Units 300 Pallet Height 88 (in)

Product Notes Packaging Details

<ul><li>Basket Dimensions (w/o Handle): 6 x 6 x 5"</
li><li>Holds (4) 2.75" dia, 16 or 24 oz (63 mm) 
Bottles</li></ul>

A generic UPC hang tag is applied to each caddy. Each caddy is then 
placed in a poly bag. Poly bags may be either heat sealed or taped 
closed, and require two punched holes and multilingual suffocation 
warnings. Caddies are packaged 1 EA in a 5 Ply corrugated carton, and 6 
Each per master carton (5 Ply Corrugated). Two UPC labels are applied 
to one corner of each unit carton, and four UPC labels are applied to two 
opposite corners of each master carton.


