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Product Specification Sheet - 220W

220W Wood Bowl, 20" dia

Country of Origin CN Harmonized Tariff Code 4419.90.9100 Minimum Order Quantity 1 EA

Item Specifications

Individual
Unit Overall
Dimensions

Length Width Height

20 (in) 20 (in) 5 (in)

51 (cm) 51 (cm) 12.5 (cm)

 

Min. Temp. 32 (°F) 0 (°C)

Max Temp. 150 (°F) 66 (°C)

Piece Weight 2.006 (lbs) 0.910 (kg)

Unit Measure Net Weight 2.006 (lbs) 0.910 (kg)

Unit Measure Gross Weight 2.358 (lbs) 1.069 (kg)

Individual Unit Cube 0.1900 (ft³) 0.00538 (m³)

Capacity 14.5 (qt) ()

UPC Label on Product? Yes

UPC Application Label

BPA Free Yes

NSF No

Dishwasher Safe No

Microwave Safe No

Component Material ItemNumber Material Detail Origin Gauge Diameter Weight

Bowl Wood (Maple - Melamine Coated) Clear Melamine Coating China 19.875 (in) 910 (g)

Packaging and UPC Information

 Packaging Quantity Length Width Height Weight Cube Plastic Waste Paper Waste UPC

Piece Packaging None 1 EA
20 (in) 
50.8 (cm)

20 (in)
50.8 (cm)

5 (in)
12.7 (cm)

2.006 (lbs)
0.9 (kg)

1.16 (ft³)
0.033 (m³)

727875007902

Master Carton 3 Ply Corrugated Carton
Poly Bag

12 EA
20.375 (in) 
51.8 (cm)

20.375 (in)
51.8 (cm)

9.5 (in)
24.1 (cm)

28.3 (lbs)
12.7 (kg)

2.28 (ft³)
0.065 (m³)

30727875007903

Pallet Specifications

TI (cartons/layer) 4 HI (layers/pallet) 8 Total Cartons 32 Total Units 384 Pallet Height 81 (in)

Product Notes Packaging Details

Coating is Melamine. It is safe for food. Do not use liquids in this 
product Use water and cleanser or dishwater to hand clean Maple 
is the main wood used to make this product

An easy peel piece UPC label is applied to the underside of 
each bowl. Bowls are stacked together as 12 Each and placed in 
a poly bag. Poly bags require two punched holes and 
multilingual suffocation warnings. Bowls are packaged 12 Each 
per master carton (5 Ply Corrugated). A total of four UPC labels 
are applied to two opposite corners of each master carton.


