
Tablecraft Products Company  World Headquarters - 801 Lakeside Drive, Gurnee, IL 60031-2489 USA

Phone: +1 (847)855-9000 Fax: +1 (847)855-9012 www.tablecraft.com

Product Specification Sheet - CW30108

CW30108 12 oz Cast Iron Mini Skillet, 5.5" dia x 1.375" (3.5" Handle)

Country of Origin CN Harmonized Tariff Code 7323.91.5040 Minimum Order Quantity 1 EA

Item Specifications

Individual
Unit

Length Width Height

9.125 (in) 6 (in) 1.5 (in)

23 (cm) 15 (cm) 4 (cm)

 

Min. Temp. 0 (°F) -18 (°C)

Max Temp. 500 (°F) 260 (°C)

Piece Weight 1.598 (lbs) 0.725 (kg)

Unit Measure Net Weight 1.598 (lbs) 0.725 (kg)

Unit Measure Gross Weight 1.767 (lbs) 0.801 (kg)

Individual Unit Cube 0.0571 (ft³) 0.00162 (m³)

Capacity 12 (oz) (L)

UPC Label on Product? Yes

UPC Application Display Sleeve

BPA Free Yes

NSF No

Dishwasher Safe No

Microwave Safe No

Component Material ItemNumber Material Detail Origin Gauge Diameter Weight

Server Iron (Cast Iron) China 5.5 (in) 725 (g)

Packaging and UPC Information

 Packaging Quantity Length Width Height Weight Cube Plastic Waste Paper Waste UPC

Piece Packaging Display Sleeve
Sealed Poly Bag

1 EA
9.125 (in) 
23.2 (cm)

6 (in)
15.2 (cm)

1.5 (in)
3.8 (cm)

1.64 (lbs)
0.7 (kg)

0.05 (ft³)
0.001 (m³)

4 (g) 15 (g) 727875113160

Inner Carton 5 Ply Corrugated Carton 6 EA
12.25 (in) 
31.1 (cm)

7.375 (in)
18.7 (cm)

5.5 (in)
14.0 (cm)

10.3 (lbs)
4.6 (kg)

0.29 (ft³)
0.008 (m³)

5 (g) 202 (g) 10727875113167

Master Carton 5 Ply Corrugated Carton 24 EA
15.5 (in) 
39.4 (cm)

13 (in)
33.0 (cm)

11.75 (in)
29.8 (cm)

42.4 (lbs)
19.1 (kg)

1.37 (ft³)
0.039 (m³)

10 (g) 535 (g) 30727875113161

Pallet Specifications

TI (cartons/layer) 8 HI (layers/pallet) 5 Total Cartons 40 Total Units 960 Pallet Height 70 (in)

Product Notes Packaging Details

Handle: 3.75" / 9.50 cm Inside Diameter: 5.0" items are coated 
with Soybean oil. Will fit on underliner UCW01.

Each unit is coated in vegatable oil. A display sleeve is placed on 
each unit, then each unit is placed into a poly bag. There are 6 each 
per inner (5-Ply) and 24 each per master (5-Ply). A UPC label is 
applied to each inner and master carton.


